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CITY OF RICE LAKE

ROAD SPECIFICATION AND CONSTRUCTION

ORDINANCE

The City of Rice Lake hereby ordains as follows:

Section 1. DEFINITIONS

The definitions defined in this document shall be applicable solely for use with this
document. Definitions from outside sources for terms contained in this document shall not
apply and shall be superceded by the definitions as defined in this document. The word
person includes a firm, association, organization, partnership, trust, company, or corporation,
as well as an individual. The word shall is mandatory, and the word may is permissive; the
words used or occupied include the words intended, designed or arranged to be used or

occupied.
a. Developer —Any person that constructs a road within an existing or proposed City right-

of-way other than a contractor who has contracted with the City to construct the roadway
in exchange for payment from the City.

Driveway — A way of passage to serve one property to be solely to access the property it
serves. The passage shall be connected perpendicular to the City road right-of-way.
Private Road — A road that has not been accepted by the City as a public road, regardless
of whether the road right of way has been dedicated to the public.

Public Road — A road that is located within the City right-of-way and is owned,
maintained and accepted by the City as a City road.

Right-of-Way — The right-of-way (ROW) is a strip of land occupied or intended to be
occupied by a road.

Road — A road is any driving surface that is located within the City road right-of-way that
does not fit the definition of a driveway.

City — The City is the local unit of government for the geographic area of City of Rice
Lake, Minnesota.

Section 2. GENERAL REQUIREMENTS

a.

The most recent edition of the Minnesota Department of Transportation “Standard
Specifications for Construction” and all its supplements shall apply to the road
construction except as modified herein or on the standard details.

The most recent version of the Minnesota Manual on Uniform Traffic Control Devices
(“MUTCD?), including all field manuals and supplements, shall apply for all traffic
control devices and signing.

Developer shall utilize Best Management Practices (BMP’s) and follow all City, county,
state, and federal guidelines for handling storm water.

The requirements of these documents shall be considered the minimum requirements.
Specific projects may have additional requirements that may be more stringent.



All requests and plans for roadways must be submitted to the City Council for review and
approval. No road construction may begin in any City right of way or on any road
intended to be dedicated to the City until plans have been approved by the City.

Plans and specifications are required for all road projects. A professional engineer
registered in the State of Minnesota shall sign all plans and specifications.

. All necessary permits (NPDES, U.S. Army Corps of Engineers, DNR, Planning &
Zoning, etc.) required by local, state, and federal agencies shall be obtained prior to
beginning construction.

. The City or its designated representative shall observe all construction for compliance
with the plans and specifications. The City will not accept any construction not observed
by the City.

All completed roadways will be inspected for acceptance by the City Engineer (or his
designee) or the City Council. Provided the roadway passes inspection and sufficient
right of way has been dedicated to the City or otherwise acquired by the City, the City
Council may establish a date to begin the one-year guarantee and maintenance period,
during which time the Developer shall maintain the road and shall also repair all defects
in the surface, subgrade or other structure of the road occurring within said one-year
period. Upon the expiration of said one-year period, provided the roadway has been
properly maintained and all required City costs have been fully paid, the City Council
may accept the roadway by passage of a resolution formally accepting the roadway.

A one-year guarantee period is required after approval of the road before full acceptance
is granted.

. A one-year maintenance period is required for all gravel roads after approval of the road
before full acceptance is granted. During this time, the Developer shall re-gravel and re-
grade the road as necessary. This one-year period shall coincide with the one-year
guarantee period.

Prior to acceptance by the City, the Developer shall post all new roadways as “private
roads”.

. All maintenance of new roadways, including snowplowing and grading of gravel roads,
shall be the responsibility of the Developer during the one-year maintenance period until
the City accepts the roadway.

. All associated costs for roadway planning and construction shall be paid for by the
Developer. All engineering costs incurred by the City or the Developer related to the
project, shall be paid for by the Developer.

The Developer shall deposit 10% of the estimated road construction cost in an account
for use by the City to cover City expenses, including, but not limited to engineering,
inspection and legal costs incurred by the City related to the road. When this amount is
expended, the Developer shall deposit additional funds in an amount estimated by the
City Engineer as reasonably necessary to pay the remaining City expenses related to the
roadway. Any funds deposited in such account by the Developer which remain after all
City expenses have been paid and the project is completed shall be refunded to the
Developer without interest.

At the discretion of the City, a performance bond or bank letter of credit may be required
to cover the estimated cost of the road construction for those roads under City
jurisdiction.
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Prior to construction, a developer’s agreement must be prepared for any improvements
intended to be turned over to the City for ownership, maintenance, and operation. This
agreement shall clearly identify the public and private elements of the project and the
responsible party for payment of said elements. This will also define the terms and
amounts of the necessary deposit and bond/letter of credit requirements.

All compaction and asphalt testing on new roadways or utility trenches will be completed
by the City or its authorized representative. All costs for testing will be paid for by the
Developer.

The Developer shall be required to upgrade any existing infrastructure where such
capacity is insufficient to serve the new development.

No driveways will be allowed within City road right of ways except perpendicular to the
right of way.

Road right-of-way boundaries shall be surveyed and determined by a surveyor certified in
the state of Minnesota as a registered land surveyor and paid for by the developer.

All bridges and other structures shall meet current minimum MnDOT design standards.

If a developer builds a road that does not meet the minimum City road specifications, the
City may upgrade the road to the minimum specifications through the Developers bond
or letter of credit. If a bond or letter of credit was not required for the project, the City
may assess the adjacent landowners for all costs incurred to upgrade the road or may
choose not to accept the road, in which case it shall remain a private road not maintained
by the City.

Waivers may be granted from these specifications if warranted as determined by the City
Council.

Section 3. ROAD REQUIREMENTS

a.

Soil borings shall be completed prior to the design of any Road project. The borings
shall be evaluated by a registered engineer and recommendations made in writing.
Borings shall be located within the project area at intervals necessary to accurately assess
the soil conditions within the project area. Boring information shall be included on the
drawings. A copy of the boring information and geotechnical report signed by an
engineer licensed in the State of Minnesota shall be submitted to the City.

The typical road section included herein shall be considered the minimum requirement
with regard to materials and thicknesses. The section may be modified based upon the
results of the soil borings as determined by the design engineer or the City Engineer. The
section shall not be reduced in materials or thickness under any conditions.

All newly-constructed roadways shall be paved unless a waiver is granted by the City.
The City Engineer shall make a determination whether the proposed roadway will have
an urban section or rural section requirement. Minimum typical sections are included
herein.

Half or partial roads will not be permitted.

Horizontal Curves: Where a deflection angle of more than five (5) degrees in the
alignment of a street occurs a curve of reasonably long radius shall be introduced. For all
proposed roads complying with the standard road design shall not have a radius of
curvature less than three hundred (300) feet.
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Section 4.

Vertical Curves: All changes in grade shall be connected by vertical curves of minimum
length in feet equal to fifteen times the algebraic difference in rates of grade for
thoroughfares and one-half this minimum length for other streets. Profiles of all streets
showing natural and finished grades drawn to a scale of not less than one inch equals one
hundred (100) feet horizontal, and one inch equals twenty (20 feet vertical, may be
required by the Engineer if topographic conditions warrant. A 300-foot minimum sight
distance shall be provided.
Maximum road grade shall be 10 percent.
Roads shall be laid out so as to intersect at right angles. The developer may apply for a
waiver from the City when such an intersection is not feasible, but in no case shall an
intersection of two roads be at less than 70 degrees.
Intersections shall be designed with as flat a grade as possible while still providing
adequate drainage.
For dead end roads, the requirements of the 2000 International Fire Code Appendix D
shall be met. For cul-de-sacs, a typical design section is provided herein.
All culverts perpendicular to the road shall be no less than 18 inches in diameter and of a
material approved the City Engineer. Larger sizes may be required based on design
considerations.
Driveway entrances shall be located a minimum distance of 100 feet from the nearest
road intersection and culverts beneath such entrances shall be no less than 15 inches in
diameter and of a material approved by the City Engineer. Larger sizes may be required
based on design considerations.
Extensions of existing roadways must be extended to the entire frontage of the property.
All storm design shall meet the requirements of the City’s MS4 permit, stormwater
ordinance, and design guidelines.
Road designs and construction shall comply with the following standards attached hereto:

1) Typical Urban road Section;

2) Typical Rural Road Section;

3) 2015 International Fire Code Appendix D;

4) Residential Cul-de-sac Section.

PLAN SUBMITTAL REQUIREMENTS

General

Developer shall submit to the City drawings including plan and profiles, horizontal and
vertical alignments, typical cross section, property lines, right of way lines, topography
(including drainage ditches, culvert sizes and direction of flow), traffic control, erosion
and storm water control measures, and location of all utilities.

Specific
Submit three copies of all plans, reports, and calculations as well as electronic submittal.

Show on drawings all of the following as applicable:
e North Arrow
e Bench Marks



Dimensions of all property lines and section lines

Road right of ways

Property restrictions and zoning

Number of homes or lots to be served

All buildings, culverts, yard trees, woods, ledge rock, wetlands, rivers, lakes, etc.
Location of all utilities, power lines, telephone cables/pedestals, cable TV, fiber optic
cable, gas mains, water mains, sewer mains, etc.

e Projected ADT (Average Daily Traffic)

Section 5. Applicability.

This ordinance shall apply to all roads dedicated by or improved by Developers. This ordinance shall
not apply to City roads accepted by the City at the time of adoption of this ordinance unless such road is
improved by a Developer.

Section 6. Repealer
THIS ORDINANCE HEREBY REPEALS AND REPLACES ORDINANCE NO. 30, APPROVED MARCH 5,

2013, THE ROAD SPECIFICIATION AND CONTRUCTION ORDINANCE FOR CITY OF RICE LAKE,
AND ANY AMENDMENTS THERETO PRIOR TO THE DATE OF PASSAGE OF THIS ORDINANCE.

Section 7. Effective Date.
This ordinance shall be effective upon its passage and publication.

Passed by the Rice Lake City Council this 27" day of February, 2017

ﬁ@/% i s

John Werner, Mayor

o
1<)

Joan Jaﬁss, Qferk
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GENERAL NOTES:

THIS DRAWING REFERENCES 2016 MNDOT STANDARD SPECIFICATIONS FOR

CONSTRUCTION.

MATERIAL DEPTHS SHOWN ARE CONSIDERED MINIMUMS.
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THE GEOTECHNICAL REPORT.
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